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NOTES:

- SEALANT NOT SHOWN. CONSULT HARDEN
FOR SEALING PROCEDURES.

- FRAME BOLT SIZE AND SPACING PER
TESTED/CERTIFIED DESIGN AND/OR BLAST

REQUIREMENTS.

- PLATE SUBFRAME SHOWN, TUBE
SUBFRAMES AND OTHER MOUNTING

OPTIONS AVAILABLE.

- STANDARD INTERIOR AND EXTERIOR TRIM
SHOWN, OTHER OPTIONS AVAILABLE.

- GLAZING SIZES ARE FOR REFERENCE ONLY
AND MAY NOT BE REPRESENTATIVE OF

FINISHED PRODUCT.

A.F.F. = ABOVE FINISHED FLOOR

V.
WO. = WORK ORDER

fia -
6 GLAZING OPTIONS
7. . . MODEL BALLISTIC RATING TYP. GLAZING WIDTH (GW)
'WSFV-N-BU5S UL 752 LEVEL 5 1.24"
ﬂ L 'WSFV-N-BU8 UL 752 LEVEL 8 2.35"
= é 'WSFV-N-BN3 NIJ I 1.34"
<
WSFV-N-B39 7.62 X 39 VARIES
WSFV-N-EX N/A - BLAST ONLY VARIES
TOLERANCES: HARDEN ARCHITECTURAL
SECURITY PRODUCTS LLC.
ANGULAR (DEG/MIN) +0°30" L‘NCASTER' PA 17801
LINEAR (FRAC) +1/16 [CUSTOMER'
LINEAR (DEC) X +.06
XX +.03
XXX +.015
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